
Description
Catalog Number

Malleable Iron Aluminum

Cast Covers NEMA 3R Wet Locations — Furnished with gasket and stainless steel screws

Receptacle cover with spring cover.
Hole Diameter — 1-7/16” FSK-1VR   FSK-1VR-A

For duplex flush receptacle with spring cover FSK-1VDR FSK-1VDR-A

For pilot lamp flush receptacles:

Red Jewel FSK-1J-C FSK-1-JCA

Opal Jewel FSK-1JOC FSK-1JOCA

Amber Jewel FSK-1JAC FSK-1JACA

Green Jewel FSK-1JGC FSK-1JGCA

For double push button switches FSK-1PBS —

For external operation of tumbler switches with square handles FSK-1VTS FSK-1VTSA

Operating type for square handle tumbler or toggle switches FSK-1VS FSK-1VS-A

Rocker type for square handle tumbler or toggle flush switches FSK-1V FSK-1V-A

Blank FSK-1B-C * FSK-1B-CA

Gasket — Replacement

Neoprene—for use with wet location covers FS-GKR-1N FS-GKR-1N

Cast Covers Dry Locations — Furnished with stainless steel screws less gasket

For standard 2 or 3 wire duplex receptacles FSK-1DR-C —

For round flush receptacles
Hole Dia. — 1-7/16” FSK-1R-Z * —

For square handle toggle switches FSK-1TS-C —

For square handle toggle switches; Has toggle guard FSK-1TSG-C * FSK-1TSG-CA

* PVC coating available on select covers. Add suffix -PVC to catalog number.

Fittings
FITTINGS: CAST DEVICE BOXES
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FS and FD Single Gang and Tandem Cast Hub Device Box Covers
Covers for Ridge Top Boxes.


