
P R O F E S S I O N A L  G R A D E P R O F E S S I O N A L  G R A D E145 Watt LED
Site Lighter Pro

175 Watt LED
Site Lighter Pro

LUMENS:  15,400 WATTS:  145
LUMENS PER WATT:  103 CRI:  72 
CCT:  4500K DIMMING:  10-100%

SLP16145LED

Replace the Fixture Not the Pole Replace the Fixture Not the Pole

Design is Protected by US Patent D754,385

18'-22' Rec.
Mounting

Height

Parking
Surface

20'-26' Rec.
Mounting

Height

Parking
Surface

PRODUCT SERIES
SLP16 = Site Lighter Pro 16"

OPTIC
T4 = Type IV
T5 = Type V
TF = Forward Throw
SC = SLX Combo
Rotatable Optics: Add R for Right Facing; Add L for Left Facing

WATTAGE
175LED = 175 System Watts

CONTROLS
Blank = Dimming
M = Motion

FIXTURE BRACKET
blank = Square Pole
RP = Round Pole

SLP16  SC175LED

COLOR TEMPERATURE
4K = 4500K

4K

OPTIONS
PR = PC Receptacle
SP = Surge Protection
IC = Internal Cut-Off Shield

U

COLOR
Blank = Bronze
S = Anodized Silver
B = Black
W = White

VOLTAGE
U = 120-277
4 = 480

LUMENS:  18,820 WATTS:  175 
LUMENS PER WATT:  111  CRI:  72 
CCT:  4500K DIMMING:  10-100%

SLP16175LED

Ordering Information

PRODUCT SERIES
SLP16 = Site Lighter Pro 16"

OPTIC
T3 = Type III
T4 = Type IV
T5 = Type V
TF = Forward Throw
SC = SLX Combo
Rotatable Optics: Add R for Right Facing; Add L for Left Facing

WATTAGE
145LED = 145 System Watts

CONTROLS
Blank = Dimming
M = Motion

FIXTURE BRACKET
blank = Square Pole
RP = Round Pole

SLP16  T3145LED

COLOR TEMPERATURE
4K = 4500K

4K

OPTIONS
PR = PC Receptacle
SP = Surge Protection
IC = Internal Cut-Off Shield

U

COLOR
Blank = Bronze
S = Anodized Silver
B = Black
W = White

VOLTAGE
U = 120-277
4 = 480

Ordering Information

Design is Protected by US Patent D754,385

Energy Savings

ANNUAL
SAVINGS

$187

SOURCE
WATTAGE

TOTAL
WATTAGE

USED

HID

ANNUAL
COST*

400 458 $251
WATTAGE

ANNUAL
COST

LED

145 $64

*INCLUDING MAINTENANCE 

Energy Savings

ANNUAL
SAVINGS

$174

SOURCE
WATTAGE

TOTAL
WATTAGE

USED

HID

ANNUAL
COST

400 458 $251
WATTAGE

ANNUAL
COST

LED

175 $77

*INCLUDING MAINTENANCE 

Note: Atlas uses only premium LED compatible photocontrols Note: Atlas uses only premium LED compatible photocontrols

Overall Height:  6.10" (15.494 cm)

Overall Width:  16.18" (41.0972 cm)

Depth:  26.75" (67.945 cm)

Weight:  20 lbs.

EPA:  0.61

Overall Height:  6.10" (15.494 cm)

Overall Width:  16.18" (41.0972 cm)

Depth:  26.75" (67.945 cm)

Weight:  20 lbs.

EPA:  0.61

OPTIONAL CONTROL
Motion Sensor

OPTIONAL CONTROL
Motion Sensor

*The majority of Atlas Lighting Products are assembled in USA facilities by an American Workforce utilizing both Domestic and Foreign components
1The following qualify for DesignLights Consortium Premium:  SLP16145LEDT34KU (All colors/options), all other luminaires are DesignLights

Consortium quali�ed.  All are eligible for rebates from DLC member utilities.

1

*The majority of Atlas Lighting Products are assembled in USA facilities by an American Workforce utilizing both Domestic and Foreign components
1The following qualify for DesignLights Consortium Premium:  SLP16175LEDTF4KU (All colors/options), all other luminaires are DesignLights
 Consortium quali�ed.  All are eligible for rebates from DLC member utilities.

200,000+
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