
70 – 400W PS | HPS | FL
HID Wall Lights

50 – 100W PS | HPS
HID Canopy Lights

18" Die Cast
WLD Series

WLXD Series
18" Die Cast Deep Back • Die Cast Aluminum Housing

• Borosilicate Glass Lens
• Threaded Apertures for 
 Conduit & Photo Control

FEATURES

• Die Cast Aluminum Housing
• Borosilicate Glass Lens
• Threaded Apertures for 
 Conduit & Photo Control

FEATURES

13" Die Cast w/ Glass Lens
WLM Series

• Die Cast Aluminum Housing
• Borosilicate Glass Lens
• UL Listed for Wet Locations

FEATURES

     BALLAST
 CATALOG # DESCRIPTION VOLTS TYPE LAMP

 Pulse Start
 WLM-70MHQPK 70 watt PS Quad HX-HPF MH70/U/M
 WLM-100MHQPK 100 watt PS Quad HX-HPF MH100/U/M
 WLM-150PQPK 150 watt PS Quad HX-HPF MS150/U
 High Pressure Sodium
 WLM-100HQPK 100 watt HPS Quad HX-HPF C100S54
 WLM-150HPK 150 watt HPS 120 R-NPF C150S55
 WLM-150HQPK 150 watt HPS Quad HX-HPF C150S55
 Fluorescent
 WLM-84FEUPK 84 watt FL Univ. Prog. Start (2) PLT42W/41
 WLM-84FEUPKEB 84 watt FL Univ. Emergency (2) PLT42W/41

ORDERING INFORMATION

     BALLAST
 CATALOG # DESCRIPTION VOLTS TYPE LAMP

 Pulse Start
 WLD-250PQPK 250 watt PS Quad CWA MS250/H
 High Pressure Sodium
 WLD-250H5PK 250 watt HPS 5-Tap CWA C250S50

ORDERING INFORMATION

     BALLAST
 CATALOG # DESCRIPTION VOLTS TYPE LAMP

 Pulse Start
 WLXD-250PQPK 250 watt PS Quad CWA MS250/H
 WLXD-400PQPK 400 watt PS Quad CWA MS400/H
 WLXD-400P5PK 400 watt PS 5-Tap CWA MS400/H
 High Pressure Sodium
 WLXD-400H5PK 400 watt HPS 5-Tap CWA C400S51

ORDERING INFORMATION

• Die Cast Aluminum Housing
• Injection Molded Lens
• Threaded Conduit Access
• Tamper Proof Screws Available
• UL Listed for Damp Locations 

FEATURES

8" Die Cast Square
VN8 Series

     BALLAST
 CATALOG # DESCRIPTION VOLTS TYPE LAMP
 Pulse Start
 VN8-50MHQPK 50 watt PS Quad  HX-HPF MH50/U/M
 VN8-70MHQPK 70 watt PS Quad HX-HPF MH70/U/M
 High Pressure Sodium
 VN8-70HPK 70 watt HPS 120  R-NPF C70S62/M

ORDERING INFORMATION

12" Die Cast Square
VN12 Series

• Die Cast Aluminum Housing
• UV Stabilized Injection
 Molded Lens
• Threaded Conduit Access
• Tamper Proof Screws Available
• UL Listed for Damp Locations 

FEATURES

     BALLAST
 CATALOG # DESCRIPTION VOLTS TYPE LAMP
 Pulse Start
 VN12-100MHQPK 100 watt PS Quad  HX-HPF MH100/U/M

ORDERING INFORMATION
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