
B2084 thru B2091 
One Hole O.D. Tubing Clamp
• Material: 14 Gauge (1.9) ASTM A1011 33,000 PSI min. yield
• Standard finish: ZN

B2301 Series 
One Hole EMT Strap
• Standard finish: ZN

B2302 Series 
One Hole Rigid Conduit/Pipe Strap
• Standard finish: ZN

Conduit/Pipe T W Hole Dia. Wt./C
Part No. In.

Size
mm In. mm In. mm In. mm Lbs. kg

B2302-1/4 1/4” (6) .045 (1.1) 5/8” (15.9) 13/64” (5.1) 1.4 (.6)

B2302-3/8 3/8” (10) .050 (1.3) 3/4” (19.0) 9/32” (7.1) 2.4 (1.1)

B2302-1/2 1/2” (15) .050 (1.3) 7/8” (22.2) 9/32” (7.1) 3.3 (1.5)

B2302-3/4 3/4” (20) .050 (1.3) 7/8” (22.2) 9/32” (7.1) 3.8 (1.7)

B2302-1 1” (25) .065 (1.6) 1” (25.4) 9/32” (7.1) 7.2 (3.2)

B2302-11/4 11/4” (32) .065 (1.6) 11/4” (31.7) 21/64” (8.3) 11.0 (5.0)

B2302-11/2 11/2” (40) 11 Ga.(3.0) 1” (25.4) .380 (9.6) 19.2 (8.7)

B2302-2 2” (50) 11 Ga.(3.0) 11/4” (31.7) .389 (9.9) 28.8 (13.0)

B2302-21/2 21/2” (65) 7 Ga. (4.5) 11/4” (31.7) .665 (16.9) 55.2 (25.0)

B2302-3 3” (80) 7 Ga. (4.5) 11/4” (31.7) .650 (16.5) 68.0 (30.8)

B2302-31/2 31/2” (90) 1/4” (6.3) 11/4” (31.7) .622 (15.8) 96.0 (43.5)

B2302-4 4” (100) 1/4” (6.3) 11/4” (31.7) .630 (16.0) 108.0 (49.0)

O.D. Size A Wt./C
Part No. In. mm In. mm Lbs. kg

B2084 1/4” (6.3) 7/8” (22.2) 4.0 (1.8)

B2085 5/16” (7.9) 29/32” (23.0) 4.2 (1.9)

B2086 3/8” (9.5) 31/32” (24.6) 5.2 (2.3)

B2087 1/2” (12.7) 11/16”(25.9) 5.8 (2.6)

B2088 5/8” (15.9) 13/32”(27.8) 7.1 (3.2)

B2089 3/4” (19.0) 15/32”(29.1) 7.7 (3.5)

B2090 7/8” (22.2) 17/32”(30.7) 8.7 (3.9)

B2091 1” (25.4) 19/32”(32.2) 10.0 (4.5)
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Reference page 127 for general fitting and standard finish specifications.

Pipe Clamps

142Strut Systems

Conduit Size T W Hole Dia. Wt./C
Part No. In. mm In. mm In. mm In. mm Lbs. kg

B2301-1/2 1/2” (15) .050 (1.3) 3/4” (19.0) 9/32” (7.1) 2.4 (1.1)

B2301-3/4 3/4” (20) .050 (1.3) 7/8” (22.2) 9/32” (7.1) 4.2 (1.9)

B2301-1 1” (25) .050 (1.3) 1” (25.4) 9/32” (7.1) 8.3 (3.7)

B2301-11/4 11/4” (32) .065 (1.6) 11/4” (31.7) 9/32” (7.1) 11.0 (5.0)

B2301-11/2 11/2” (40) .090 (2.3) 1” (25.4) 11/32” (8.7) 14.8 (6.7)

B2301-2 2” (50) .090 (2.3) 11/4” (31.7) 13/32” (10.3) 21.6 (9.8)

4Dimension compatible fitting




