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40000 Series 3¼" x 10" Ducted
  WHITE   STAINLESS 
 WIDTH MONOCHROMATIC BISQUE/BISCUIT ALMOND STEEL BLACK

 21"  402101 402102 402108 — —
 24"  402401 402402 402408 402404 —
 30"  403001 403002 403008 403004 403023
 36" 403601 403602 403608 403604 403623
 42" 404201 404202 404208 — —

37000 Series 6" Shell Only (Utilizes 40000 Series shell, but contains no fan, light or switch knock-outs)
     STAINLESS 
 WIDTH WHITE  BISQUE/BISCUIT ALMOND STEEL

 24" 372401 — 372408 —
 30" 373001 373002 373008 373004
 36" 373601 — — 373604

Broan 42000/40000/37000
Made to exacting standards. Broan range hoods provide the  

high quality you expect and the value you demand.

42000 Series
• Installs as 7" round ducted only.
• 190 CFM, 6.0 sone (vertical discharge) 

performance.
• Dishwasher-safe aluminum grease filter.
• Accepts up to 75-watt light (bulb 

sold separately).
• Built-in 7" adapter included. 
• BP87 damper sold separately.

 Optional  
42000 Series 7" Round Ducted Accessory
  WHITE BISQUE/  STAINLESS  7" ROUND 
 WIDTH MONOCHROMATIC BISCUIT ALMOND STEEL BLACK DAMPER

 24"  422401 422402 422408 422404 — BP87
 30"  423001 423002 423008 423004 423023 BP87
 36"  423601 423602 423608 423604 423623 BP87
 42" 424201 424202 424208 424204 — BP87

42000 Specifications
 VOLTS AMPS SONES CFM DUCT

 120 2.5 6 190 7" RD

40000 Series
• Installs as 31⁄4" x 10" ducted only.
• 160 CFM, 6.5 sone (vertical or 

horizontal discharge) performance.
• Dishwasher-safe aluminum grease filter.
• Accepts up to 75-watt light (bulb 

sold separately).
• Duct connector with built-in  

damper included.

40000 Specifications
 VOLTS AMPS SONES  CFM DUCT

 120 2.0 6.5 160 3¼" x 10"

Note: The 37000 Series has no fan, light, 
switches, or knock-outs for electrical or ducting.


