
LA11WH or LA11BG
LA11WH white or LA11BG honey 
beige textured finish. Two-note chime 
for front door, single-note for second 
door. Can easily replace existing  
two-note chime without rewiring.

Uses a 16-volt transformer.
Dimensions: 
8 1/8" x 5 1/2" x 2 3/8"

LA14WH
Built-in for flush mounting. White 
louvered grille can be painted to match 
decor so the chime is only heard and 
not seen. Two-note chime for front 
door, single-note for second door.

Uses a 16-volt transformer.
Dimensions:
Cover - 5 5/8" x 7 7/8" 
Cutout - 4 7/8" x 7" 
Housing - 1 7/8"

LA18WH
Vertical panels in classic white.  
Two-note chime for front door,  
single-note for second door.  
Can easily replace existing two-note  
chime without rewiring.

Uses a 16-volt transformer.
Dimensions:
7 7/8" x 8" x 2 1/2"

LA100WH
Molded white cover with beveled 
edges and rectangular grooves.  
Can easily replace existing two-note 
chime without rewiring. 

Uses a 16-volt transformer.
Dimensions: 
5 7/8" x 7 1/2" x 2 1/8"

LA202WH
Molded white cover may be painted 
or wallpapered to match room  
decor. Can easily replace existing  
two-note chime without rewiring. 

Uses a 16-volt transformer.
Dimensions: 
8 3/8" x 8 3/8" x 2"

LA208WH
Horizontal styling combines with 
tapered construction to create  
this classic look in molded white.  
Can easily replace existing two-note 
chime without rewiring. 

Uses a 16-volt transformer.
Dimensions: 
8 5/8" x 8 1/4" x 2 1/2"

Builder Kits – Junction Box Kits
NuTone® knows how to make things easier. 
One box, one connection point, and one less hassle.  
Understanding the process is why NuTone is number one.
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Transformer models C905 or the NEW C915 are recommended for all NuTone® wired chimes. (Sold separately. See page 13.)

Door Buzzer LA201
Door buzzer uses transformer or  
3 to 6-volt DC voltage.

Dimensions: 
2 1/2" x 2 15/16" x 1 1/16" 


