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Stainless Steel Threaded Rod 
 

Features: 
 Excellent strength and durability 

 Manufactured in both type 304 & 316 stainless to meet any stringent 
      sanitary condition 

 Polished with standard "brite" finish to increase corrosion resistance & 
      aesthetic appearance 

 Compatible with Calbrite™ stainless steel rod couplings  

 Manufactured in 12’ lengths 
 

Certifications and Compliances: 
Manufactured in the United States 

National Coarse (USS) & UN-8 
 

Applications: 
Designed for hanging, connecting, clamping, and supporting in electrical, heating, and 
plumbing applications. 
 
Industries Commonly Served: 

 Food & Beverage Production & Distribution 

 Chemical Plants  

 Water & Wastewater Treatment 

 Pharmaceuticals & Cosmetics 

 Refining & Extraction Sites 

 Petrochemical Operations 

 Marine & Coastal Facilities 

 Pulp and Paper Mills 

 Along with other corrosive environments 

All dimensions are for informational purposes only *Tolerances +/- 5% 

Trade Size Grade Part Number 
Threads per 

Inch 
Weight per 
100’ (lbs.) 

¼” 304SS S40212TR00 20 12.3 

3/8” 304SS S40312TR00 16 29.6 

½” 304SS S40512TR00 13 53.9 

¼” 316SS S60212TR00 20 12.3 

3/8” 316SS S60312TR00 16 29.6 

½” 316SS S60512TR00 13 53.9 


