
A connector often used to transition  threaded  
metal conduit to PVC conduit.   It  can also be used 
to join  PVC  to PVC.    The fi ttings consist of 
two female ends.  One end is threaded and the 
other is solvent weld.  Both ends will fi t the same 
diameter conduit.
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*  Not UL Listed

Standard UL Female Adapter
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UL Listed UL651
UL File #E81590
UL Category Code DWTT
UL Control Number 93G7
Meets Nema TC3 Requirements
CSA Certifi ed
See NEC Article 352 for use
Material is Rigid PVC

Dimensions are nominal

Part
 Number

Trade 
Size

Carton 
Qty. “W’ “L” “D”

5140043 1/2 200 1.000 1.438 .688

5140044 3/4 125 1.250 1.625 .688

5140045 1 70 1.563 1.875 .875

5140046 1-1/4 40 2.000 1.938 .938

5140047 1-1/2 30 2.250 2.125 .938

5140048 2 40 2.688 2.125 .938

5140049 2-1/2 20 3.313 3.000 1.313

5140050 3 40 4.000 3.063 1.250

5140051 3-1/2 30 4.500 3.000 1.188

5140052 4 20 5.000 3.250 1.375

5140053 5 10 6.125 3.688 1.313

5140054 6 8 7.250 4.375 1.625

* 5140055D 8 2 9.313 7.000 2.250


