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Part
 Number Size Carton Qty. “A” “B” “C” “D” “E” “F” “G” “R”

5336000 2 x 1-1/2 200 5.188 .750 1.375 3.875 1.000 4.000 4.250 1.250

5336018 2 x 2 170 5.688 1.000 1.875 4.375 1.000 4.500 4.750 1.250

5336032 2 x 3 110 6.688 1.500 2.875 5.375 1.000 5.500 5.750 1.250

5336016 3 x 1-1/2 140 6.313 .750 1.375 5.000 1.000 5.125 5.375 1.250

5336020 3 x 2 110 6.813 1.000 1.875 5.500 1.000 5.625 5.875 1.250

5336031 3 x 3 75 7.813 1.500 2.875 6.500 1.000 6.625 6.875 1.250

5336017 4 x 1 105 7.000 .500 1.125 5.750 1.000 5.625 5.875 2.313

5336021 4 x 1-1/2 100 7.313 .750 1.375 6.000 1.000 6.125 6.375 2.313

5336019 4 x 2 80 7.813 1.000 1.875 6.500 1.000 6.625 6.875 2.313

5336024 4 x 3 55 8.813 1.500 2.875 7.500 1.000 7.625 7.875 2.313

5336028 5 x 1-1/2 75 8.375 .750 1.375 7.000 1.000 7.188 7.438 2.875

5336029 5 x 2 55 8.875 1.000 1.875 7.500 1.000 7.688 7.938 2.875

5336030 5 x 3 45 9.875 1.500 2.875 8.500 1.000 8.688 8.938 2.875

5336038 6 x 1-1/2 50 9.438 .750 1.500 8.125 1.000 8.250 8.500 3.375

5336050 6 x 2 45 9.938 1.000 2.000 8.625 1.000 8.750 9.000 3.375

5336041 6 x 3 40 10.938 1.500 3.000 9.625 1.000 9.750 10.000 3.375

Intermediate Spacers

Material is Polystyrene

Dimensions are nominal 
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Plastic Spacers for Duct

Vertical and Horizontal Interlocking
For completely enclosed and locked-in duct banks

  ·  They snap together vertically for fast, secure fi eld assembly.

 ·   Only two components, base and intermediate, are needed.  Banding is not necessary.

 ·   With the Vertical-Lock spacer, ducts are accurately separated.  Spacers lock fi rmly together, preventing  
  separation while workmen walk atop the bank.

 ·   Alignment of the duct bank sections is relatively easy with this completely locked-in construction.

  ·   To prevent the top tier from fl oating during encased burial, it is suggested that an intermediate spacer   
  be used as a cap.

 ·   Used in both EB and DB installations.

  ·   Vertical and horizontal interlocking permits building a strong, locked-in duct bank.  A wide baseplate   
  provides solid support for heaviest loads.

Nominal
Size

1”
Separation

1-1/2”
Separation

2”
Separation

3
Separation

R A C R A C R A C R A C

2 1.2 4.0 1.5 1.2 4.5 2.0 1.2 5.5 3.0

3 1.8 5.1 1.5 1.8 5.6 2.0 1.8 6.6 3.0

4 2.3 5.6 1.0 2.3 6.1 1.5 2.3 6.6 2.0 2.3 7.6 3.0

5 2.9 7.3 1.5 2.9 7.9 2.0 2.9 8.9 3.0

6 3.3 8.2 1.5 3.4 8.7 2.0 3.4 9.8 3.0

Base spacers provide a 3” separation 
between bottom row of ducts & trench 
fl oor, except for 4” x 1” which is 1-3/4”.


