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BR30 Series Lamps

Remarkable 
combination of 
high efficacy LED 
technology and 
innovative bulb design 
delivers the light quality 
you expect from an 
incandescent and lasts 
up to 25 times longer. 
The Cree LED BR30 flood light delivers 650 
lumens of warm 2700K or cool 5000K light while 
consuming at least 85% less energy than the 
incandescent floods they replace.  These lamps 
blend seamlessly into the ceiling and provide 
smooth, highly diffused light, and are perfectly 
designed for recessed cans or track lighting.  The 
Cree LED BR30 flood lights are Energy Star qualified, 
dimmable, and designed to last 25,000 hours.

BENEFITS

•	 Softly diffused warm light
•	 Energy Star qualified to last 25,000 hours
•	 Consumes at least 85% less energy
•	 Instant on and Mercury Free

FEATURES

•	 80 CRI
•	 65 watt equivalent (9.5W, 650 lumens)
•	 Dimmable with most standard dimmers
•	 Shatter resistant coating for safety
•	 3-Year Limited warranty 
•	 Suitable for damp locations
•	 CCT: 2700K, 5000K

APPLICATIONS

•	 Commercial Offices, Hotels, Restaurant, Healthcare and residential 
applications
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BR30 Series Lamps

LR SERIES DOWNLIGHTS  p.30
Commercial-Upgrade Downlight 	
Solutions

LBR SERIES LAMPS  p.66
LED BR30 Lamp

A19 SERIES LAMPS  p.74
LED Omni-Directional Lamp

Dimensions

BR30

Ordering Information  Example: BR30-65-27K-B4

PRODUCT WATT EQUIVALENT COLOR TEMP. VOLTAGE BASE TYPE OPTIONS PACKAGING OPTIONS

BR30 65
65 W (650 Lumens)

27K
2700K
50K
5000K

Blank
120V

Blank
E26 (Screw Base)

Blank
80 CRI

B4
(4) Blister Pack Bulbs in Master 
Carton (Carded)

*Ordering information is for reference only. Some product configurations are not available. Please consult spec sheets for specific product availability and for further details.
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