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SET SCREW TYPE – MALLEABLE IRON DUPLEX TYPE – MALLEABLE IRON

AC/MC Fittings

Quick-Lok™ Pro Connectors – Zinc Die Cast & Steel
Set Screw & Duplex Type – Malleable Iron

QUICK-LOK™ PRO CONNECTORS – 
ZINC DIE CAST & STEEL

Applications:
™

/2
Connectors:

Single Connector –

Duplex Connector –

90° Connector –
Old Work Connector – 

Features:

Standard Materials:

Certifications and Compliances:

Cable Size
Outlet 
Box   
KO 
SizeCat. # Description

AL and  
Steel AC

AL and Steel 
MC/MCI-A/
HCF*

AL and 
Steel 
RWFMC

Cable Dia. 
Range

Unit            
Qty.

Wt. Lbs.        
Per 100

38MCQ 3/8
3/8” /2”

38MCQS 3/8
3/8” /2”

38MCQBULK 3/8
3/8” /2”

38MCQD 3/8
3/8” /2”

38MCQDBULK 3/8
3/8” /2”

38MCQ90 3/8
3/8” /2”

50MCQ90 /2 /2” /2”
38MCQOW 3/8 /2”

Cat. #
Trade         
Size

Dia. of 
Opening 
for Cable

Dia. of  
Bushed      
Hole

Unit            
Qty.

Wt. Lbs.        
Per 100

702V 3/8” /8” 7/ ” 7

/

Cat. #
Trade         
Size

Dia. of 
Opening 
for Cable

Dia. of  
Bushed 
Hole

Unit            
Qty.

Wt. Lbs.        
Per 100

Straight

699* 3/8” /8” 9/ ”
90 Degree

700* 3/8” /8” 9/ ”
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