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At Honeywell Cable and Custom Electronics, we strive to be the most trusted, go-to brand for low-voltage

cable and custom electronics in the security, electrical and HVAC markets. It is our mission to provide quality

wiring products and responsive, reliable service to enable your success every day. We make it easy through our

world-class processes for you to receive exactly what you need, when you need it.

Honeywell Cable is the partner of choice in low-voltage cable.
Here’s why:
We provide customers all over North and South America with industry-leading, high quality cable, including 
security, fire, control, thermostat, home theater, multimedia, networking and coax cables and structured 
wiring for homes and small offices. Our trusted experience, combined with the quality and reliability of our 
products, allows your customers to meet their existing and emerging connectivity challenges. We offer 
cables that fit every budget for virtually any installation, including security, HVAC, home automation and 
control, networking, fire and video applications.

And, our pioneering product development only scratches the surface – we know that a trustworthy partnership
is a prerequisite to a mutually profitable business relationship. With this in mind, Honeywell Cable and Custom
Electronics stands on the partnership principles of: 

Commitment
We’re committed to you, 
our independent dealers, 

integrators and end-users.

Innovation
We deliver the newest 

innovations, technologies 
and products.

Support
We provide support and 

training to keep you 
ahead of the competition.

Ensuring
Security

Improving
Control

Enhancing 
Efficiency

Creating
Comfort

Our Commitment to You



To our valued customers:

As of January 1, 2012, the markings on all of our fire alarm cable products 

will change from ETL to UL legend markings and holographic labels. 

Any fire alarm cable product manufactured after this date will carry 

these UL markings. 

Many municipalities require UL certified fire alarm systems and central 

stations as part of their fire codes. This certification through UL requires that

the system and all of its components, including the wiring, must bear the

appropriate UL mark. If a component does not bear the mark, the UL inspector

(also acting as the AHJ, Authority of Jurisdiction) has the right to reject the cer-

tification of the job. If rejected, then installers may be forced pull out any

installed wire and re-wire the job with UL listed product. This can be a costly

hassle; one we no longer want our customers to be concerned about.   

Overall, this is a commercial change and does not affect or change the quality

of our cable. We have made this investment for our customers as an extension

of our commitment to safety, reliability, and your reputation. Honeywell is com-

mitted to making the installation of our products and doing business with us

easier than ever. When it comes to performance, reliability, and service, we’ve

got your back. 

Thank you for your continued support. If you have any questions or 

concerns, please contact your local sales representative. 

Sincerely,

Leann Meachum

Product Manager



Make no bones about it. Honeywell 
Genesis® Series Cable is the foundation 
for quality installations.

Even as fire alarm systems grow more advanced, false alarms and failed emergency 
notification underscore the importance of system reliability.

At Honeywell, we know that failure isn’t an option and see fire alarm cable for what 
it really is…the backbone of safety, reliability and your reputation. That’s why you need 
to choose the best cable for the job every time. Honeywell’s Genesis Series fire alarm 
cables are engineered and manufactured with superior workmanship to meet your 
customers’ demands for safe, reliable, and error-free emergency detection and 
notification. What’s more, it’s backed by the industry’s only 3-for-1 guarantee.* 
When it comes to performance, reliability and service, we’ve got your back.

Insist on quality and reliability you can trust. 

Insist on Honeywell Genesis Series Cable.

Honeywell Genesis Series Fire Alarm Cables are 100% UL listed and 
proudly produced in Pleasant Prairie, WI USA. For more information 
please call 1-800-222-0060 or visit www.honeywellcable.com

*See website for details.

Fire Alarm Cables
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LE 760
Fire Alarm Jacketed Unshielded, Riser Rated

Fire Alarm Jacketed (Overall Shield), Riser Rated

FIRE ALARM JACKETED UNSHIELDED, RISER RATED 75°C

NOM. NOM. CAP. AVG. WT.
AWG #/COND. SOL O.D. PF/FT LISTINGS PER MFT PART#

22 4 SOL. .122 15 (UL), FPLR/CL2R, C(UL), FT4 15 (LBS.) 4301
22 6 SOL. .144 15 (UL), FPLR/CL2R, C(UL), FT4 19 (LBS.) 4302•
22 10 SOL. .182 15 (UL), FPLR/CL2R, C(UL), FT4 30 (LBS.) 4304•
22 12 SOL. .188 15 (UL), FPLR/CL2R, C(UL), FT4 36 (LBS.) 4305•
18 2 SOL. .138 19 (UL), FPLR/CL2R, C(UL), FT4 17 (LBS.) 4306
18 4 SOL. .174 19 (UL), FPLR/CL2R, C(UL), FT4 34 (LBS.) 4307
18 6 SOL. .187 19 (UL), FPLR/CL2R, C(UL), FT4 44 (LBS.) 4308
18 10 SOL. .244 19 (UL), FPLR/CL2R, C(UL), FT4 67 (LBS.) 4310+
16 2 SOL. .160 20 (UL), FPLR/CL2R, C(UL), FT4 24 (LBS.) 4311
16 4 SOL. .184 20 (UL), FPLR/CL2R, C(UL), FT4 43 (LBS.) 4312+
14 2 SOL. .184 22 (UL), FPLR/CL2R, C(UL), FT4 37 (LBS.) 4313+
14 4 SOL. .214 22 (UL), FPLR/CL2R, C(UL), FT4 65 (LBS.) 4314+
12 2 SOL. .214 22 (UL), FPLR/CL2R, C(UL), FT4 55 (LBS.) 4315+

+Spools Only
• Consult factory for availability.

FIRE ALARM JACKETED (OVERALL SHIELD), RISER RATED 75° C

NOM. NOM. CAP. AVG. WT.
AWG #/COND. SOL O.D. PF/FT LISTINGS PER MFT PART#

22 4 SOL. .126 31 (UL), FPLR/CL2R, C(UL), FT4 16 (LBS.) 4401
18 2 SOL. .138 42 (UL), FPLR/CL2R, C(UL), FT4 21 (LBS.) 4402
18 4 SOL. .163 42 (UL), FPLR/CL2R, C(UL), FT4 32 (LBS.) 4403
18 6 SOL. .196 42 (UL), FPLR/CL2R, C(UL), FT4 46 (LBS.) 4404
18 8 SOL. .212 42 (UL), FPLR/CL2R, C(UL), FT4 56 (LBS.) 4405+
16 2 SOL. .158 46 (UL), FPLR/CL2R, C(UL), FT4 31 (LBS.) 4406
16 4 SOL. .190 46 (UL), FPLR/CL2R, C(UL), FT4 49 (LBS.) 4407+
14 2 SOL. .192 52 (UL), FPLR/CL2R, C(UL), FT4 42 (LBS.) 4408+
14 4 SOL. .218 52 (UL), FPLR/CL2R, C(UL), FT4 72 (LBS.) 4409+
12 2 SOL. .218 56 (UL), FPLR/CL2R, C(UL), FT4 60 (LBS.) 4410+

+Spools Only

Applications: Wiring of Fire-Protective Signaling Circuits. Sunlight Resistant.

Code Restrictions: OK for use with all Power-Limited Circuits except those in Plenums.

Features: Available in 500 foot or 1000 foot Tangle-Free Boxes or Spools.
Sequential Footage Markings.

Construction: Copper Conductors, Polypropylene Insulation, Polyvinyl-Chloride Jacket. 
Standard Jacket Color: Red or White, Conductor Color Code Chart 4.

Applications: Wiring of Fire-Protective Signaling Circuits. Sunlight Resistant.

Code Restrictions: OK for use with all Power-Limited Circuits except those in Plenums.

Features: Available In 500 foot or 1000 foot Tangle-Free Boxes or Spools.
Sequential Footage Markings.

Construction: Copper Conductors, Polypropylene Insulation, Polyvinyl-Chloride Jacket.
Standard Jacket Color: Red or White, Conductor Color Code Chart 4.



FIRE ALARM JACKETED UNSHIELDED, PLENUM RATED 75° C

NOM. NOM. CAP. AVG. WT.
AWG #/COND. SOL O.D. PF/FT LISTINGS PER MFT PART#

22 6 SOL. .144 22 (UL), FPLP/CL2P C(UL), FT6 21 (LBS.) 4502
22 10 SOL. .182 22 (UL), FPLP/CL2P C(UL), FT6 33 (LBS.) 4504•
22 12 SOL. .188 22 (UL), FPLP/CL2P C(UL), FT6 38 (LBS.) 4505
18 2 SOL. .134 24 (UL), FPLP/CL2P C(UL), FT6 19 (LBS.) 4506
18 4 SOL. .156 24 (UL), FPLP/CL2P C(UL), FT6 32 (LBS.) 4507
18 6 SOL. .192 24 (UL), FPLP/CL2P C(UL), FT6 45 (LBS.) 4508+
16 2 SOL. .154 27 (UL), FPLP/CL2P C(UL), FT6 26 (LBS.) 4511
16 4 SOL. .180 27 (UL), FPLP/CL2P C(UL), FT6 47 (LBS.) 4512+
14 2 SOL. .182 27 (UL), FPLP/CL2P C(UL), FT6 38 (LBS.) 4513
14 4 SOL. .214 27 (UL), FPLP/CL2P C(UL), FT6 68 (LBS.) 4514+
12 2 SOL. .214 30 (UL), FPLP/CL2P C(UL), FT6 55 (LBS.) 4515+

+Spools Only    
• Consult factory for availability.

FIRE ALARM JACKETED SHIELDED (OVERALL SHIELD) PLENUM RATED 75° C

NOM. NOM. CAP. AVG. WT.
AWG #/COND. SOL O.D. PF/FT LISTINGS PER MFT PART#

22 4 SOL. .126 53 (UL), FPLP/CL2P C(UL), FT6 18 (LBS.) 4601
18 2 SOL. .140 68 (UL), FPLP/CL2P C(UL), FT6 22 (LBS.) 4602
18 4 SOL. .168 68 (UL), FPLP/CL2P C(UL), FT6 35 (LBS.) 4603
18 6 SOL. .196 68 (UL), FPLP/CL2P C(UL), FT6 50 (LBS.) 4604+
16 2 SOL. .158 77 (UL), FPLP/CL2P C(UL), FT6 35 (LBS.) 4606
16 4 SOL. .186 77 (UL), FPLP/CL2P C(UL), FT6 52 (LBS.) 4607+
14 2 SOL. .186 86 (UL), FPLP/CL2P C(UL), FT6 44 (LBS.) 4608+
14 4 SOL. .218 86 (UL), FPLP/CL2P C(UL), FT6 75 (LBS.) 4609+
12 2 SOL. .218 96 (UL), FPLP/CL2P C(UL), FT6 63 (LBS.) 4610+

+Spools Only

Applications: Wiring of Fire-Protective Signaling Circuits.

Code Restrictions: OK for use with all Power-Limited Circuits.

Features: Available in 500 foot or 1000 foot Tangle-Free Boxes or Spools. Sequential
Footage Markings.

Construction: Copper Conductors, Low Smoke PVC Insulation, Low Smoke PVC Jacket
And Ripcord. Standard Jacket Color: Red, Conductor Color Code Chart 4.

Applications: Wiring of Fire-Protective Signaling Circuits.

Code Restrictions: OK for use with all Power-Limited Circuits.

Features: Available In 500 foot or 1000 foot Tangle-Free Boxes or Spools.
Sequential Footage Markings.

Construction: Twisted Copper Conductors, Low Smoke PVC Insulation,
Aluminum/Mylar Shield With Drain Wire Low Smoke PVC Jacket and
Ripcord. Standard Jacket Color: Red, Conductor Color Code Chart 4.

Fire Alarm Jacketed Unshielded, Plenum Rated

Fire Alarm Jacketed (Overall Shield), Plenum Rated
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Whatever your application, 
we’ve got a cable for that.

Now more than ever you need to meet critical performance requirements
while keeping costs under control.

Honeywell offers a full breadth of cables engineered for your specific 
applications, from residential intrusion to commercial networking, and all
backed by the industry’s only 3-for-1 performance guarantee.*

Wherever you need performance, reliability and service, we’ve got 
a cable for that!

Select the Best

*See website for details



Automation and Control Solutions

Honeywell Cable & Custom Electronics

7701 95th Street

Pleasant Prairie, WI 53158-2716

800-222-0060

www.honeywell.com

For more information:

www.honeywellcable.com

L/FIREALTB/D
February 2012
© 2012 Honeywell International Inc.

Honeywell’s Genesis Series low voltage wire and 
cable is produced with innovative equipment and
technology. Our leading edge production facility, 
located in Pleasant Prairie, Wisconsin enables
Honeywell to produce the highest quality and cost
effective thermostat, electronic, security, fire, sound,
voice, data and video wire and cable.

See our full line catalog or visit www.honeywellcable.com to see our full product listing of low 
voltage wire and cable.

• Thermostat 

• Electronic Shielded and Unshielded

• Fire

• Security

• Sound

• Video 

• Voice & Data

• And Much More!
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