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AC 86 dB

Buzzers
Strap-Mounted
1064 and 1065 Series

Edwards 1064 and 1065 Series are economical 
flush mounted, heavy duty buzzers suitable for 
residential, commercial and OEM applications.

Features and Specifications
•	 Adjustable	volume
•	 Terminal	connectors	(1064)
•	 Flying	leads	(1065)
•	 Lower	power	draw	permits	long	wire	runs
•	 Zinc-plated	finish

Ordering Information

Description Cat. No.
Operating 
Voltage1 Current VA dB at 1m/10ft.

DC Coil 
Res (Ohms)

Buzzer with Terminals
1064-G5 24V AC 0.25 A 6 86/76 36
1064-N5 120V AC 0.05 A 6 86/76 925
1064-R5 240V AC 0.025 A 6 86/76 3600

Buzzer with Flying Leads
1065-G5 24V AC 0.25 A 6 86/76 36
1065-N5 120V AC 0.05 A 6 86/76 925
1065-R5 240V AC 0.025 A 6 86/76 3600

1AC voltage frequency is 50/60 Hz.

Weights and Dimensions

Cat. No.
Approx. Net  
Weight (lb.)

Approx. Shipping  
Weight (lb.)

1064-G5 0.18 0.20

1064-N5 0.18 0.20

1064-R5 0.18 0.20

1065-G5 0.18 0.20

1065-N5 0.18 0.20

1065-R5 0.18 0.20

3 3/4"
(95mm)

3 3/16"
(81mm)

2 3/8"
(60mm)

1 3/8"
(35mm)

1"
(25mm)




