
Tpe LNMP
Thi UL and CA lited nonmetallic liquidtight conduit i ideall uited for
continuou  exing ituation. It i often peci ed in “Power Track” or
cale carrier intallation and on indutrial root. It doe not contain a
metal core which could fatigue from repeated  exing or viration.

Contruction:

Inner Core:

Liquidtight Jacket:

Application:
Tpe LNM-P i intended for intallation in accordance with Article 356 of the NC

(ANI/NFPA-70) for  exile liquidtight nonmetallic conduit (LFNC-A or FNMC-A).

Conform to the requirement of ection 14.5.5 of the electrical tandard for Indutrial

Machiner NFPA-79.

Fitting:

Flexile PVC•
Nlon reinforcing raid•

Flexile PVC•
Reitant to Oil and Mild Acid•
Flame Retardant•
unlight Reitant (UV)•

For containment of 1000 volt and lower potential circuit.•
Lited and marked for outdoor ue.•
Intallation in hazardou (clai ed) location:•

Cla I Div. 2 Article 501•
Cla II Div. 1&2 Article 502•
Cla III Div. 1&2 Article 503•

lectric ign and outdoor lighting over 1000 volt. Article 600.31(A)•
Wiring method for pool and pa. Article 680•

Lited File # 79308 

Conform to Underwriter

Laoratorie tandard ANI/UL

1660 tpe A. 

 

 

Conform to CA 22.2 No. 227.2

Tpe A

W and RoH Compliant

ARRA: For ARRA Certi cation

Letter, pleae click here.

All Product Proudl Made in the UA

Product
Information

CRTIFICATION &
COMPLIANC

TANDARD COLOR
afet Orange. Alo availale in lack and

Gra.

WORKING
TMPRATUR:
-55° to 105°C

http://www.electriflex.com/chemical-resistance-guide/
http://www.electriflex.com/wp-content/uploads/2016/06/Letter_of_RoHS_Conformance.pdf
http://www.electriflex.com/wp-content/uploads/2016/07/Cert-of-Origin-LNMP-ARRA-10-15-E.pdf
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
U Trade ize 3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2"

IO (MM) 16 20 25 32 40 50 63

CA (MM) 12 16 21 27 35 41 53

Tpe LNM-P 10 LNM-P 11 LNM-P 12 LNM-P 13 LNM-P 14 LNM-P 15 LNM-P 16

Internal Diameter
Min (IN.) 0.485 0.620 0.815 1.030 1.370 1.585 2.045

Max (IN.) 0.505 0.640 0.835 1.055 1.395 1.620 2.080

Outer Diameter
Min (IN.) 0.755 0.910 1.150 1.415 1.800 2.045 0.605

Max (IN.) 0.775 0.930 1.170 1.440 1.825 2.080 2.640

Inide end Radiu tatic (IN.) 2.5 3.0 4.0 6.0 7.0 8.0 9.0

Weight L. per 100 Ft 16 21 31 42 61 79 120

tandard Length

Carton (Ft.) 100 100 100

Part # 87001 87101 87201

Reel (Ft.) 250 200 175 100 100 50 50

Part # 87002 87102 87202 87302 87402 87502 87602

Reel (Ft.) 500 500 500 400 200 150 100

Part # 87003 87103 87204 87304 87404 87503 87603

Reel (Ft.) 1000 1000

Part # 87004 87104

Fitting for laered conduit are for that conduit onl and are o identi ed  the marking

“FNMC-A” or “LFNC-A” for liquidtight  exile nonmetallic conduit Tpe A. 1/2″ traight

example include:

Packaging:
Coiled in carton or in random length (minimum 50 feet) on non-returnale Reel.

Thoma & ett (teel) #3721 (Platic) #6302•
Appleton lectric # TNM-50•
Kellem / Huell # H050CNK• LNM-P

Tpe NM
A general purpoe, UL and CA lited, nonmetallic liquidtight conduit

o ering excellent protection to wiring from araion, unlight, mild

Tpe NMHT
Thi verion of Tpe NM i deigned to withtand high temperature

environment. NMHT can e ued to contain conductor having

related product

http://www.electriflex.com/products/type-nm/
http://www.electriflex.com/products/type-nmht/


acid, alkaline and oil. Often ued for air conditioning hook-up and

other outdoor application.

ee product detail 

inulation material with higher temperature rating.

ee product detail 

Tpe NM2
Tpe NM2 i an extra- exile liquidtight nonmetallic tuing. Thi

lightweight tuing cut eail and intall quickl. It i ideal for wiring

protection in tight quarter and for tight end. The thin,  exile

PVC kin allow for greater movement than Lited nonmetallic

conduit.

ee product detail 

Tpe CL
CL i a nonmetallic UL Recognized nlon corrugated Mechanical

Protection Tuing (MPT) deigned for the upport and routing of

conductor and cale. It i ued a a UL / CA component within

OM equipment.

ee product detail 

http://www.electriflex.com/products/type-nm/
http://www.electriflex.com/products/type-nmht/
http://www.electriflex.com/products/type-nm2/
http://www.electriflex.com/products/type-nm2/
http://www.electriflex.com/products/type-cl-2/
http://www.electriflex.com/products/type-cl-2/

