
Tpe CF & CFF traight
Connector
Part of the CORRLOK® / Reiku Nlon tem.

Tpe CF and CFF nonmetallic traight connector are UL Recognized
and intended to e ued with Corrlok corrugated nlon Mechanical
Protection Tuing (MPT) Tpe CL, CLR and CLFR. The are ued a a UL /
CA component within OM equipment.

Contruction:
Made from a peciall compounded homogenou ąame retarded nlon 6 material•
IP 67 Ingre Protection•
NPT Thread on 3/8” through 1-1/2”•
One piece contruction. No tool or clip to loe•
Angled connector provide mooth “weep” radiu•
Provided with teel locknut•
CFF Flanged connector are provided with eal and clamp•

Conform to UL 1696 CA 22.2 No.

227.2 Harmonized tandard 

UL File #  168970

W and RoH Compliant

Product
Information

CRTIFICATION &
COMPLIANC

TANDARD COLOR
lack

WORKING
TMPRATUR:
-40°C to 105°C Intermitting to 150°C

http://www.electriflex.com/corrlok-system/
http://www.electriflex.com/wp-content/uploads/2016/06/Letter_of_RoHS_Conformance.pdf
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
U.. Trade ize MM NW Cat. # Reiku Part #n lack Dimenion l/100npiece td. Qt.

Nn(NPT thread) dn(in) gn(in) Dmaxn(in) Ln(in) Wn(in)

3/8" 16 12 CF-10 VP G R -12N02 1/2" 0.58 0.40 1.05 1.48 0.87 1.6 50

1/2" 20 17 CF-11 VP G R -17N02 1/2" 0.59 0.40 1.20 1.65 1.06 2.4 50

3/4" 25 23 CF-12 VP G R -23N04 3/4" 0.78 0.45 1.57 2.07 1.42 4.6 30

1" 32 29 CF-13 VP G R -29N06 1" 1.00 0.43 1.81 2.11 1.61 6.1 30

1-1/4" 40 36 CF-14 VP G R -36N07 1-1/4" 1.28 0.44 2.24 2.34 1.97 9.1 10

1-1/2" 50 48 CF-15 VP G R -48N08 1-1/2" 1.54 0.44 2.87 2.52 2.56 15.5 10

CF traight Fitting ProĄle

CFF traight Fitting ProĄle

Tpe CL
CL i a nonmetallic UL Recognized nlon corrugated Mechanical

Protection Tuing (MPT) deigned for the upport and routing of

conductor and cale. It i ued a a UL / CA component within

OM equipment.

Tpe CLR
CLR i a nonmetallic nlon corrugated Mechanical Protection Tuing

(MPT) deigned for the upport and routing of conductor and

cale.

related product

http://www.electriflex.com/products/type-cl-2/
http://www.electriflex.com/products/type-clr/


ee product detail  ee product detail 

Tpe CLFR
CLFR  i a Low Fire Hazard nonmetallic nlon corrugated Mechanical

Protection Tuing (MPT) deigned for the upport and routing of

conductor and cale.

ee product detail 

http://www.electriflex.com/products/type-cl-2/
http://www.electriflex.com/products/type-clr/
http://www.electriflex.com/products/type-clfr/
http://www.electriflex.com/products/type-clfr/

