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 Country * - Select -
United States (Estados Unidos)
Canada
Afghanistan
Albania
Algeria
American Samoa
Andorra
Angola
Anguilla
Antartica
Antigua and Barbuda
Argentina
Armenia
Aruba
Australia
Azerbaijan
Bahamas
Bahrain
Bangladesh
Barbados
Беларусь (Belarus)
Belgien/Belgique (Belgium)
Belize
Benin
Bermuda
Bhutan
Bolivia
Bonaire, Sint Eustatius and Saba
Bosnia and Herzegovina
Bouvet Island
Botswana
Brasil (Brazil)
British Indian Ocean Territory
Brunei Darussalam
Bulgaria
Burkina Faso
Burundi
Cambodia
Cameroon
Cape Verde
Cayman Islands
Central African Republic
Česká republika (Czech Republic)
Chad
Chile
中国 (China)
Christmas Island
Città Di Vatican
Cocos (Keeling) Islands
Cook Islands
Colombia
Comoros
Congo
The Democratic Republic of Congo
Costa Rica
Croatia
Cyprus
Côte D'Ivoire
Danmark (Denmark)
Deutschland (Germany)
Djibouti
Dominica
Ecuador
Egypt
El Salvador
Equatorial Guinea
Eritrea
España (Spain)
Estonia
Ethiopia
Faroese Føroyar
Fiji
France
French Southern Territories
French Guiana
Gabon
Gambia
Georgia
Ghana
Gilbralter
Greece
Greenland
Grenada
Guatemala
Guadeloupe
Guam (USA)
Guinea
Guinea-Bissau
Guyana
Haiti
Heard Island and McDonald Islands
Honduras
Hong Kong
Hungary
Iceland
India
Indonesia
Iraq
Ireland
Israel
Islas Malvinas
Italia (Italy)
Jamaica
日本 (Japan)
Jordan
Kazakhstan
Kenya
Kiribati
대한민국 (Korea, Republic of)
Kuwait
Kyrgyzstan
Laos
Latvia
Lebanon
Lesotho
Liberia
Libya
Liechtenstein
Lithuania
Luxembourg
Macao
Macedonia
Madagascar
Malawi
Malaysia
Maldives
Mali
Malta
Marshall Islands
Martinique
Mauritania
Mauritius
Mayotte
México (Mexico)
Micronesia
Moldova
Monaco
Mongolia
Montenegro
Monserrat
Morocco
Mozambique
Myanmar
Namibia
Nauru
Nederland (Netherlands)
Netherlands Antilles
Nepal
New Caledonia
New Zealand
Nicaragua
Niger
Nigeria
Niue
Norge (Norway)
Norfolk Island
Northern Mariana Islands
Oman
Österreich (Austria)
Pakistan
Palau
Palestine
Panama
Papua New Guinea
Paraguay
Perú (Peru)
Philippines
Pitcairn Island
Puerto Rico
Россия (Russia)
Polska (Poland)
Polynesia (French)
Portugal
Qatar
República Dominicana (Dominican Republic)
Réunion
România (Romania)
Rwanda
Saint Helena
Saint Pierre and Miquelon
Saint Kitts and Nevis
Saint Lucia
Saint Vincent and The Grenadines
San Marino
Sao Tome and Principe
Saudi Arabia
Schweiz (Switzerland)
Senegal
Serbia
Seychelles
Sierra Leone
Singapore
Slovakia
Slovenia
Solomon Islands
Somalia
South Africa
South Georgia and The South Sandwich Islands
South Sudan
Sri Lanka
Sudan
Suomi (Finland)
Suriname
Svalbard and Jan Mayen
Sverige (Sweden)
Swaziland
Taiwan
Tajikistan
Tanzania
Thailand
Timor-Leste
Tokelau
Togo
Tonga
Trinidad and Tobago
Tunisia
Türkiye (Turkey)
Turkmenistan
Turks and Caicos Islands
Tuvalu
Uganda
Ukraine
United Arab Emirates
United Kingdom
United States Minor Outlying Islands
Uruguay
Uzbekistan
Vanuatu
Virgin Islands (British)
Virgin Islands (USA)
Venezuela
Vietnam
Wallis and Futuna
Western Sahara
Western Samoa
Yemen
Zambia
Zimbabwe
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	  Fluke 414D Distance Measuring Laser 

Fluke 414D Distance Measuring Laser
 Fluke 414D Distance Measuring Laser is rated 3.0 out of 5 by 8.
	bvseo_sdk, p_sdk, 3.2.1
	CLOUD, getAggregateRating, 45.83ms
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  Key features
	Rugged, professional grade laser distance meter featuring advanced laser distance measurement technology
	Instantly measures up to 50 m (165 ft.) with one-button point-and-click operation
	Offers Pythagoras calculation to indirectly measure height from two other measurements
	Quickly calculates area (square feet/meters) and volume 
	Offers easy to-use addition and subtraction function
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 Product overview: Fluke 414D Distance Measuring Laser
Fluke 414D Laser Distance Meter delivers professional-grade distance measurements quickly and easily
The Fluke 414D is a big step up from the common tape measure and it's much easier to use. Just point and click. No scales to interpret or misread. The 414D measures up to 50 meters (165 ft.), with 2 mm (0.08 in) accuracy and the extra bright laser makes targeting easy. This professional-grade laser distance meter is fast and easy to use to help improve accuracy and reduce measurement errors. You'll save time and money at every step.
Other useful features:
	Offers minimum/maximum tracking to measure the room’s diagonal and horizontal distance from a stable measurement point
	Stores up to five measurement results
	Provides audible keypad feedback
	Offers battery life of 3000 measurements with automatic shut-off feature
	Presents measurements on two-line display with display hold
	Powered by two AAA batteries





 Specifications: Fluke 414D Distance Measuring Laser
	Distance Measurement
	Typical measuring tolerance 1	±2.0 mm 3
	Maximum measuring tolerance 2	±3.0 mm 3
	Range At Leica Target Plate GZM26	50 m / 165 ft
	Typical range 1	40 m / 130 ft
	Range at unfavorable condition 4	35 m / 115 ft
	Smallest unit displayed	1 mm / 1/16 in
	Ø Laser point at distances	6 / 30 / 60 mm (10 / 50 / 100 m)
	Tilt Measurement
	Measuring tolerance to laser beam 5	No
	Measuring tolerance to housing 5	No
	Range	No
	General
	Laser class	2
	Laser type	635 nm, < 1 mW
	Protection class	IP40
	Automatic laser off	After 90 seconds
	Automatic power off	After 180 seconds
	Battery life (2 x AAA) 1.5 V NEDA 24A/IEC LR03	Up to 3,000 measurements
	Size (L x W x D)	116 x 53 x 33 mm
	Weight (with batteries)	113 g
	Temperature range
Storage operation	-25°C to +70°C (-13°F to +158°F)
	0°C to +40°C (32°F to +104°F)
	Calibration cycle	Not applicable
	Maximum altitude	3000 m
	Maximum relative humidity	85% at 20°F to 120°F (-7°C to 50°C)
	Safety	IEC Standard No. 61010-1:2001
	EN60825-1:2007 (Class II)
	EMC	EN 55022:2010
	EN 61000-4-3:2010
	EN 61000-4-8:2010
	1. Applies for 100% target reflectivity (white painted wall), low background illumination, 25°C.
2. Applies for 10 to 500% target reflectivity, high background illumination, -10°C to +50°C.
3. Tolerances apply from 0.05 m to 10 m with a confidence level of 95%. The maximum tolerance may deteriorate to 0.1 mm/m between 10 m to 30 m and to 0.15 mm/m for distances above 30 m.
4. Applies for 100% target reflectivity, background illumination between 10'000 lux and 30'000 lux.
5. After user calibration. Additional angle related deviation of ±0.01° per degree up to ±45° in each quadrant. Applies at room temperature. For the whole operating temperature range the maximum deviation increases by ±0.1°.






 Models: Fluke 414D Distance Measuring Laser
Fluke 414D










Fluke 414D Laser Distance Meter



Includes:
	Two AAA batteries
	Users manual on CD (17 languages)
	Quick reference guide
	Vinyl carrying pouch
	Lanyard
	Three-year warranty


 Reviews: Fluke 414D Distance Measuring Laser
  Rated 1 out of 5  by Vina from Disappointing I brought Fluke 414 D for several years now. Works well just until today. When I turn it on, the laser is turned ON. But. The display not displaying anything at all. It just blank. with the high price, i expecting the really good quality. But it is not. I dont even know where to repair it. (INDONESIA) because I have email the FLUKE's Indonesia official store from this website, and i have received zero reply from them. Very disappointingDate published: 2020-03-16





  Rated 3 out of 5  by Bbane from I expected more for the price Just purchased one online. For the price, I’m extremely disappointed to find out this does not
have a backlit display. Very disappointing because I use in low light conditions regularly. Very difficult to find on the specs when comparing the models which models are backlit.Date published: 2019-11-24

  Rated 1 out of 5  by Daleh from Does not last I bought this a couple of months ago and used it about 6 times. I went to use it again and the laser had stopped working. I had stored it in a protected place. I switched to fluke because they are usually a good quality. This unit is not.Date published: 2019-03-20

  Rated 5 out of 5  by Ricke4310 from Excellent Accuracy and Time saving tool. Purchased the 414D Laser Distance meter over a month ago, use it it daily, very accurate, improved my efficiency, saving me time when calculating distances.Date published: 2016-12-09

  Rated 4 out of 5  by Danny Boy from Easy to use. I have been using this for a while now and it is extremely accurate when going up against a standard tape measure. Makes my job easier!!!Date published: 2016-12-07

  Rated 5 out of 5  by eponte5 from So much easier then a tape measure I've had this for a few years now, and it always works, and when someone argues that it can't be that exact they pull out their tape measure and bang on!!!! Love itDate published: 2016-12-07

  Rated 4 out of 5  by Arthur from Suggestion for improvement Laser Distance Meter Hello. I want to apologize for machine translation, I don't know very well English. I would like to offer to improve a device for measuring distances. I use the Fluke 414D Laser Distance Meter, it suits me, of course, but I had the idea, and in my opinion none of your competitors do not have such devices. Very often it is necessary to measure the height or length of a room, but it is not always convenient to measure from the floor or from the wall. I think your engineers will not be very difficult to create a device with a double-sided laser beam, with the two ends of the device And in this case, it will be possible to measure for example the height of the room without putting the device on the ground, and just holding it in your hands in a vertical position, and of course the device must summarize the two distances and issue the final height of the room.Date published: 2015-04-04

  Rated 1 out of 5  by MLSLLC from displeased is not the proper decsription I purchased a model 414-D; what a piece of junk, it seem's the lazer is extreamly under powered, it would only perform in low light situations and then the accurcy was not there. I taped the height of a wall at 8 feet and 1/2 inch, the 414D showed it at 6 feet 10 1/8 inches, I hope the 424 model is equiped with a better lazer and before I purchase it the supplier will have to prove that it will work in sun light.Date published: 2014-03-03
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 Resources: Fluke 414D Distance Measuring Laser
  Manuals (5) 

	 414D/419D/424D | Users manual
	 414D | Quick reference guide
	 414D, 419D, 424D | Safety sheet
	 419D | Quick reference guide
	 424D | Quick reference guide




  Videos (1) 

	 Fluke Laser Distance Meters: In Action




  Register products 

	 Register product







 Accessories: Fluke 414D Distance Measuring Laser
Cases and holsters (4)

	Fluke C195 Case
	Fluke C50 Meter Case
	Fluke C550 Tool Bag
	Fluke H5 Electrical Tester Holster
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62 MAX+ Handheld Infrared Laser Thermometer
12:1 distance to spot ratio in a small, lightweight IR tool.
 62 MAX+ Handheld Infrared Laser Thermometer is rated 4.7 out of 5 by 22.
	bvseo_sdk, p_sdk, 3.2.1
	CLOUD, getAggregateRating, 35.88ms
	REVIEWS, PRODUCT
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Fluke 323 True RMS Clamp Meter
Fluke 320 Series Clamp Meters for electrical troubleshooting
 Fluke 323 True RMS Clamp Meter is rated 4.3 out of 5 by 34.
	bvseo_sdk, p_sdk, 3.2.1
	CLOUD, getAggregateRating, 56.17ms
	REVIEWS, PRODUCT


    Products
	 Where to buy
	 Manuals
	 Product registration
	 Shipping and promotions
	 Test tools product guide

 Company
	 Careers
	 Companies
	 Integrity
	 Supplier handbook
	 Tax information

 Customer Service
	 Contact us
	 Directions
	 Write a review
	 Safety notices

 	 Fluke Newsletters Signup

    Facebook     YouTube     Twitter     LinkedIn     Instagram  

 


  Fluke.   Keeping your world up and running.® 
	 Privacy policy
	 Fluke terms of use
	 Fluke terms and conditions of sale
	 Feedback
	 Site Map

   
Need help?


  TECH SUPPORT
Contact Fluke technical support.
[email protected]



   CALL SALES
1-888-492-7540
Available M-F 6:00 AM - 5:00 PM PST



   FEEDBACK
We want to hear from you!
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