
applications
•	 For	wet	and	dirty	environments	where	enclosed/gasketed	fixtures	are	needed.
specifications
•	 Cover	selections	include	pendant,	ceiling,	bracket	and	stanchion	mounting.
•	 Modular	design	permits	selection	of	cover,	body,	globe,	guard	and	reflector	for	
	 custom	applications.
•	 Threaded	hubs	for	attachment	to	conduit	and	set	screws	provided	in	pendant	covers.
•	 Two	size	housings	for	150W	and	300W	max.
•	 Glass	globe	is	standard,	tempered	glass	globe	available;	clear	polycarbonate	 limited	to	

75W	max.;	colored	globes	available.
•	 Body/Guard	is	copper-free	(<0.4%)	cast	aluminum.
•	 Reflector	is	white	Poly-Pro®	plastic.
•	 Medium	lamp	base.
•	 Gray	polyester	powder	paint.
listings
•	 UL1598	listed	for	damp	location.
•	 NEMA	3,4	(when	used	with	VXFC	body	and	tempered	globe)	.
•	 UL844:	Class	I,	Division	2,	Groups	A,	B,	C,	D	(VXFC	only).
•	 Up	to	40oC	ambient	temperature

vaportite®

v series
enclosed/gasketed 
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ordering information

 Catalog Number Maximum  Hub Size Fixture Components
 Lamp Size  Body2 Cover Globe

pendant
vp-1511	 150/A-21	 1/2”	 VFB-15	 VP-1	 VG-15
vp-152a1	 150/A-21	 3/4”	 VFB-15	 VP-2	 VG-15
vp-3011	 300/Ps-25	 1/2”	 VFB-30	 VP-1	 VG-30
vp-3021	 300/Ps-25	 3/4”	 VFB-30	 VP-2	 VG-30

ceiling outlet box
vx-1511	 150/A-21	 1/2”	 VFB-15	 VX-1/VAP	 VG-15
vx-1521	 150/A-21	 3/4”	 VFB-15	 VX-2/VAP	 VG-15
vx-3011	 300/Ps-25	 1/2”	 VFB-30	 VX-1/VAP	 VG-30
vx-302	 300/Ps-25	 3/4”	 VFB-30	 VX-2/VAP	 VG-30

ceiling plate
vf-1511	 150/A-21	 –	 VFB-15	 VAP	 VG-15
vf-3011	 300/Ps-25	 –	 VFB-30	 VAP	 VG-30

wall arm outlet box
vwx-1511	 150/A-21	 1/2”	 VFB-15	 VW-1/VX-1	 VG-15
vwx-1521	 150/A-21	 3/4”	 VFB-15	 VW-1/VX-2	 VG-15
vwx-3011	 300/Ps-25	 1/2”	 VFB-30	 VW-1/VX-1	 VG-30
vwx-3021	 300/Ps-25	 3/4”	 VFB-30	 VW-1/VX-2	 VG-30

wall arm mount
vw-1511	 150/A-21	 –	 VFB-15	 VW-1	 VG-15
vw-3011	 300/Ps-25	 –	 VFB-30	 VW-1	 VG-30

stanchion mount
vs-150	 150/A-21	 1	1/4”	 VFB-15	 VD-4	 VG-15
vs-300	 300/Ps-25	 1	1/4”	 VFB-30	 VD-4	 VG-30
1  CSA certified.
2 For Class I, Division 2 and NEMA 3/4, replace vfB-15 with vxfC-100-N34 and vfB-30 with vxfC-200-N34. Order body, cover and globe as components. See T-Rating chart.
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accessories (order	as	separate	part	#)

 Catalog Number Maximum Lamp Size Material
reflector 1

vRsd-15	 150	 White	Poly-Pro
vRsd-30	 300	 White	Poly-Pro

guards
vCg-15	 150	 Cast	Aluminum
vCg-30	 300	 Cast	Aluminum

socket
vRmE	 150/300	 Lamp	socket

1 Not for use with VS stanchion.
NOTE: Angle reflector not available.
NOTE: Supply wire ratings: 150 series is 125°C;  300 series is 150°C.

Vxfc 1 t-ratings 
 Fixture Type Lamp Type Temperature Code
	 150	 A-19/60W	 T2C
	 150	 A-19/70W	 T2D
	 150	 A-19/100W	 T2A
	 150	 A-21/100W	 T2B
	 150	 A-21/150W	 T2	colored	globe
	 150	 A-21/150W	 T2	clear	globe
	 300	 A-23/200W	 T2
	 300	 Ps-25/200W	 T2A
	 300	 Ps-25/300W	 350°C

1 For Class I, Division 2 and NEMA 3/4, replace vfB-15 with vxfC-100-N34 and vfB-30 with
  vxfC-200-N34. Order body, cover and globe as components. 
 NOTE: Suitability based on “base up” installation.

 Catalog Number Description 
150 watts

vg-15	 Clear,	standard	 	
vCgp-100	 Clear,	tempered	 	
vCgpt-100	 Clear,	tempered	w/	Tuffskin®	coating	
vamg-100	 Amber	 	
vgg-100	 Blue	Green	 	
vggp-100	 Blue	Green,	tempered	
vBg-1001	 Blue	 	
vBgp-1001	 Blue,	tempered	 	
vRg-100	 Ruby	 	
vRgp-100	 Ruby,	tempered	 	
vRgp-100	 Ruby	 	
vRsg-100	 Green	 	
vpg-100	 Purple	 	
vpLCg-1001	 Polycarbonate	(cannot	be	used	with	guard	or	in	high		
	 ambient	temperature	locations-40°C/104°F	max.)		
	 Not	UL	listed	

300 watts
vg-30	 Clear,	standard	 	
vCgp-200	 Clear,	Tempered	 	
vamg-200	 Amber	 	
vgg-200	 Blue	Green	 	
vggp-200	 Blue	Green,	tempered	
vBg-200	 Blue	 	
vRg-200	 Ruby	 	
vpLgC-2002	 Polycarbonate	(cannot	be	used	with	guard	or	in	high		
	 ambient	temperature	locations-40°C/104°F	max.)		
	 Not	UL	listed	

1  75W maximum.
2 150W maxmum.

gaskets                                              
 Catalog Number Description 

150/300 watts
vtg	 Fixture	Body	to	splice	box	
vtg-s	 silicone	Fixture	Body	to	splice	box
vtRg	 Porcelain	Lamp	socket	Gasket

150 watts
vtgg1-s	 silicone	Globe	Gasket	

300 watts
vtgg	 Globe	Gasket	 	
vtgg2-s	 silicone	Globe	Gasket	

vfb-30
vxfc-200-n34

vfb-15
vxfc-100-n34

vap
ceiling box 

adapter
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150 93/8”	 85/8”	 11”	

 238	mm	 219	mm	 279	mm
300	 103/4”	 111/2”	 121/4”
	 273	mm	 292	mm	 311	mm

 a B C d

 43/4”	 21/2”	 47/8”	 31/8”
 121	mm	 64	mm	 124	mm	 79	mm

vd-4   
1/4” stanchion 

mount

vw-1  wall arm

required for class i, division 2
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 416	mm	 143	mm

vrsd-15/vrsd-30 reflector
A
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ordering information: globes V/nV/nVq
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150 75/8”	 67/8”	 41/4”	

 194	mm	 175	mm	 108	mm
300	 105/8”	 97/8”	 51/2”
	 270	mm	 251	mm	 140	mm

vcg-15, vcg-30 guards

 a B C

 111/16”	 43/16”	 511/16”	

 43	mm	 106	mm	 144	mm

 a B

 21/8”	 31/2”	

 54	mm	 89	mm

vx-1   1/2” box
vx-2   3/4” box

vp-1   1/2” pendant cover
vp-2   3/4” pendant cover
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