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AC  Surge  Module,  Six  Duplex  Receptacles

48212-06S

APPLICATION
The  AC  Surge  Module  provides  six  NEMA  5-15P  

receptacles  and  allows  six  AC/DC  plug-in  power  

®  

routers,  switches,  modems,  volume  controls,  camera  

hubs,  and  other  active  gear  mounted  in  the  enclosure.

SPECIFICATION  
All  receptacles  shall  be  protected  against  power  surges  

  

1449  and  the  minimum  requirements  found  in  the  static  

test  data  on  page  two  of  this  document.  The  module  

shall  provide  a  covered  wiring  compartment  for  

shall  be  visible  after  insertion  into  the  cutout  at  the  

bottom  of  the  enclosure.  The  use  of  this  power  strip  shall  

®  Home  Control,  Home  

FEATURES

  Provides  surge  protection  equal  to  or  better  than  that  

             

        document

  

DESIGN  CONSIDERATIONS

  

          plug-in  power  adapters

STANDARDS  COMPLIANCE  
  

PERFORMANCE  SPECIFICATIONS
  

                                                                                adapters

                                                                                protection

                                                                                line,  neutral,  and  ground  pig  tails,  with  

                                                                                wire  nuts  provided

COUNTRY  OF  ORIGIN
Mexico

WARRANTY  INFORMATION
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48212-06S

ELECTRONIC  FILES

PART  NUMBERS
Description Part  No.

AC  Surge  Module,  Six  Duplex  Receptacles

TECHNICAL  SPECIFICATION
Static  Test

Max  Single  Pulse  Transient  Current    
  

  

  
540  Joules

  
  

  

Electrical
120  VAC  ±  10%

150  VAC

15  Amp

500  micro  Amp

Enviromental
Temperature   

5  to  95%,  non-condensing

"

"

"
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