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Expansion & Pull Box Fittings

Type ABJ

Use:
For bonding two rigid aluminum conduits 
together or when used with aluminum 
expansion fittings.

Material:
Clamps and connecting strap - Aluminum
U-Bolts and Nuts - Stainless Steel

Optional Sizes:
Span lengths other than shown are 
available. Contact your local representative.

Third Party Certification:
UL Listed: E-24264

CSA Certified: 11584

Applicable Third Party Standards:
UL Standard: 467
CSA Standard: C22.2 No. 41
Fed. Spec: W-F-406E
NEMA: FB-1

      
Catalog 

 Number Trade
 (Strap Size
 Length 14”) (inches)

 ABJ-0507-14 1⁄2 or 3⁄4
 ABJ-10-14 1
 ABJ-12-14 11⁄4
 ABJ-15-14 11⁄2

 ABJ-20-14 2
 ABJ-25-14 21⁄2
 ABJ-30-14 3
 ABJ-35-14 31⁄2

 ABJ-40-14 4
 ABJ-50-14 5

      
Catalog 

 Number Trade
 (Strap Size
 Length 24”) (inches)

 ABJ-0507-24              1⁄2 or 3⁄4
 ABJ-10-24 1
 ABJ-12-24 11⁄4
 ABJ-15-24 11⁄2
 
 ABJ-20-24 2
 ABJ-25-24 21⁄2
 ABJ-30-24 3
 ABJ-35-24 31⁄2

 ABJ-40-24 4
 ABJ-50-24 5
 ABJ-60-24 6

Bonding Jumpers 
For Rigid Aluminum Conduit

 Use with Type AX-A   Use with Type AX8-A and EX-A

Type ABJ

Existing Conduit


