Product data sheet RGZE1548M

Characteristics Socket, separate contact, 5 A, relay type
RXG2, screw connector, 250 V AC

Main
Range of product Zelio Relay
Product or component Socket
type
Contact terminal Separate
arrangement

Complementary

Product compatibility Plug-in relay RXG 2 C/O

[Ui] rated insulation voltage 250V

[Uimp] rated impulse withstand voltage 6 kV

Line Rated Current 5A

[Ue] rated operational voltage 250 V IEC
300 V UL

Connections - terminals Screw terminals, 1 x 0.25...1 x 2.5 mm? AWG 22... AWG 14) flexible with cable
end

Screw terminals, 2 x 0.25...2 x 1 mm? AWG 22...AWG 17) flexible with cable end
Screw terminals, 2 x 0.5...2 x 1.5 mm? AWG 20...AWG 16) solid without cable

reliability of these products for specific user applications.

end
Screw terminals, 1 x 0.5...1 x 2.5 mm? AWG 20...AWG 14) solid without cable end
Screw type M3
Environment
Ambient air temperature for storage -40...185 °F (-40...85 °C)
Ambient air temperature for operation -40...158 °F (-40...70 °C)
Relative humidity 10...85 %
Standards CSA C22.2 No 14
IEC 61984
UL 508
Product certifications RoHS
EAC
CE
CSA
China RoHS
uL
REACH
IP degree of protection 1P20
Overvoltage category 1]
Pollution degree 3

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

Jul 7, 2020
! .
Lifels OGn SclénEtFlder 1

ectric


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Ordering and shipping details

Category

21128 - ZELIO ICE CUBE RELAY ACCESSORIES

Discount Schedule CP2

GTIN 00785901432128
Nbr. of units in pkg. 10

Package weight(Lbs) 0.09 Ib(US) (0.04 kg)
Returnability Yes

Country of origin CN

Packing Units

Package 1 Height

2.44 in (62.000 mm)

Package 1 width

0.62 in (15.800 mm)

Package 1 Length

3.03in (77.000 mm)

Offer Sustainability

Sustainable offer status

Green Premium product

REACHh free of SVHC

Yes

EU RoHS Directive

Pro-active compliance (Product out of EU RoHS legal scope) B

Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information 7y
China RoHS Regulation 7]
Environmental Disclosure &
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=395923163&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=395923163&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=395923163&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=395923163&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1406006EN
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Dimensions Drawings

Dimensions
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(1) Maintaining clamp
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Product data sheet
Connections and Schema

RGZE1S48M

Wiring Diagram
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