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Product data sheet
Characteristics

VW3A9506
kit for flush-mounting in a dust and damp proof
enclosure - ATV61/ATV71

Product availability : Stock - Normally stocked in distribution facility

Main
Range of product Altivar
Accessory / separate part category Mounting and fixing accessory
Accessory / separate part type Mounting kit
Product compatibility ATV61HD11Y

ATV61HD15Y
ATV61HD18M3X
ATV61HD18Y
ATV61HD22M3X
ATV61HD22N4
ATV61HD22Y
ATV61HD30Y
ATV61HU30Y
ATV61HU40Y
ATV61HU55Y
ATV61HU75Y
ATV71HD11Y
ATV71HD15Y
ATV71HD18M3X
ATV71HD18Y
ATV71HD22M3X
ATV71HD22N4
ATV71HD22Y
ATV71HD30Y
ATV71HU22Y
ATV71HU30Y
ATV71HU40Y
ATV71HU55Y
ATV71HU75Y

Accessory / separate part destination Variable speed drive
Range compatibility Altivar 71

Altivar 61
Product specific application For mounting the drive power section outside the enclosure
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Complementary
Kit composition Fixing accessories

1 user manual
1 cutting and drilling template
1 fan support
1 metal frame of the right size for drive rating
Corner pieces
Seals

Product weight 8.6 lb(US) (3.9 kg)

Environment
Environmental characteristic Dust and damp proof

Ordering and shipping details
Category 22135 - ATV61-71 ACCESSORIES
Discount Schedule CP4C
GTIN 00785901457732
Nbr. of units in pkg. 1
Package weight(Lbs) 14.16
Returnability Y
Country of origin FR

Contractual warranty
Warranty period 18 months


