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Product data sheet
Characteristics

VW3M8102R15
SinCos Hiperface encoder cable - 3 x (2 x 0.14
mm²) + (2 x 0.34 mm²) - 1.5 m

Product availability : Stock - Normally stocked in distribution facility

Main
Range of product Lexium
Accessory / separate part category Connection accessory
Accessory / separate part type Control cable
Product or component type SinCos Hiperface encoder cable
Product compatibility Servo motor BMH

Servo motor BSH
Servo drive LXM32

Accessory / separate part destination From servo motor to servo drive
Cable composition 3 x (2 x 0.14 mm²) + (2 x 0.34 mm²)
Cable length 4.92 ft (1.5 m)

Complementary
Electrical connection 1 connector RJ45

1 connector M23
Range compatibility Lexium 32
Product weight 0.88 lb(US) (0.4 kg)

Ordering and shipping details
Category 18263 - LEXIUM 32 ACCESSORIES
Discount Schedule PC51
GTIN 00785901946038
Nbr. of units in pkg. 1
Package weight(Lbs) 0.41000000000000003
Returnability Y
Country of origin CZ
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Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0935  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructions Available

Contractual warranty
Warranty period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=20752587&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=20752587&lang=en-us

