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Product data sheet
Characteristics

XBTZ9730
direct connection cable - L = 2.5m - 1 male SUB-
D 9 + 1 male SUB-D25 - DF1

Product availability : Stock - Normally stocked in distribution facility

Main
Range of product Magelis XBT
Accessory / separate part category Connection accessories
Accessory / separate part type Connecting cable
Accessory / separate part designation Direct connection cable
Accessory / separate part destination XBT terminal
Cable length 8.2 ft (2.5 m)

Complementary
Product compatibility All Magelis XBTN/R except XBT N200/N400 and XBT R400
Range compatibility Allen-Bradley SLC5, 1761NETAIC

Magelis HMI GTO
Electrical connection 1 male connector SUB-D 25

1 male connector SUB-D 9
Communication port protocol DF1
Physical interface RS232
Product weight 0.46 lb(US) (0.21 kg)

Ordering and shipping details
Category 22570 - MAGELIS TEXT DISPLAYS & ACCESS
Discount Schedule MC2
GTIN 00785901162049
Nbr. of units in pkg. 1
Package weight(Lbs) 0.41999999999999998
Returnability N
Country of origin FR
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Offer Sustainability
Sustainable offer status Green Premium product
REACh Reference contains SVHC above the threshold  -  Go to CaP for more details

Go to CaP for more details

Product environmental profile Available
Product end of life instructions Available

Contractual warranty
Warranty period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=696644&lang=en-us

